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This outdoor LED baseball/softball scoreboard displays HOME and GUEST team scores for up to 10 innings, total RUNS and 
HITS to 99 and ERR (errors) to nine for each team, AT BAT to 99, BALL to three, STRIKE to two, OUT to two and H/E (hit or error) 
with field position number for the error. Scoreboard can show TIME or PITCH COUNT instead of AT BAT, as well as AT BAT or 
PITCH COUNT in place of H/E. Scoreboard shown with optional striping and amber PanaView® digits.

DIMENSIONS # OF SECTIONS UNCRATED WEIGHT POWER (120 VAC)
7'-0" H x 27'-0" W x 8" D 
(2.13 m, 8.23 m, 203 mm) Two Total 945 lb (429 kg)

900 Watts, 
7.5 Amps

3'-0" H x 27'-0" W x 8" D 
(914 mm, 8.23 m, 203 mm) Top 405 lb (184 kg)

4'-0" H x 27'-0" W x 8" D 
(1.22 m, 8.23 m, 203 mm) Bottom 540 lb (245 kg)

           Notes:
            1) Models with 240 VAC power at half the indicated amperage are also offered (International Use Only).
            2) Optional TNMCs add 300 Watts to scoreboard power and 80 lb (36 kg) to weight of bottom scoreboard section.

Optional Team Name 
Message Centers (TNMCs)

DAKTRONICS BA-2025 PRODUCT SPECIFICATIONS

DIGITS 
•	 AT BAT, BALL, STRIKE, OUT and H/E digits are 18"  

(457 mm) high. All other digits are 15" (381 mm) high. 
•	 Select all red or all amber LED digits. Scoreboard may 

instead have mixed LED digit colors (see DD1965467).
•	 Scoreboard features robust weather-sealed digits  

(see DD2495646).
•	 Digits may be dimmed for night viewing.

CAPTIONS
•	 HOME and GUEST captions are 12" (305 mm) high.  

AT BAT, BALL, STRIKE, OUT and H/E captions are 10" 
(254 mm) high. All other captions are 8" (203 mm) high.

•	 Standard captions are vinyl, applied directly to the  
display face.

•	 Optional TNMCs are 10.6" (269 mm) high. 

DISPLAY COLOR 
Choose from 150+ colors (from Martin Senour® paint book) 
at no additional cost.

CONSTRUCTION
Alcoa aluminum alloy 5052 for excellent corrosion resistance

PRODUCT SAFETY APPROVAL
ETL listed to UL Standards 48 and 1433; tested to CSA 
standards and CE labeled for outdoor use

OPERATING TEMPERATURES
•	 Display: -22 to 122° Fahrenheit (-30 to 50° Celsius)
•	 Console: 32 to 130° Fahrenheit (0 to 54° Celsius)
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Choose one of three vinyl captions for upper scoreboard corners
(Optional changeable caption panels also offered)

http://www.daktronics.com/Web%20Documents/HSPR-Documents/DD1965467.pdf
http://www.daktronics.com/Web%20Documents/HSPR-Documents/DD2495646.pdf
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CONTROL CONSOLE CONTROL OPTIONS

All Sport® 5000 
(see SL-03991)

Wired (standard): One-pair shielded cable of 22 AWG minimum is required. A cover plate with 
mounted connector and standard 2" x 4" x 2" (51 mm x 102 mm x 51 mm) outlet box is provided.  
Connector mates with signal cable from control console.

Wireless (optional): 2.4 GHz spread spectrum radio features 64 non-interfering channels and 8 
broadcast groups (see SL-04370).

DAKTRONICS BA-2025 PRODUCT SPECIFICATIONS

TIME CLOCK
The two-digit clock can display hours/minutes/seconds.  
Clock information shifts from hours to minutes to seconds  
as time counts down.

MOUNTING
Scoreboard is typically mounted on two or three vertical 
beams that require specific spacing. Hardware to mount 
scoreboard on three beams is included; hardware for more 
beams is at additional cost. Standard mounting uses I-beam 
clamps. Optional mounting method using angle brackets is 
also offered; maximum beam width is 12" (305 mm) and 
maximum beam depth is 22" (559 mm). Refer to attached 
drawings for more information on mounting methods.  
For mounting to horizontal beams, contact your Daktronics 
representative for more information.

SERVICE ACCESS
Digit panels and electronics are serviced from either the front 
or rear of the scoreboard.

GENERAL INFORMATION
Scoreboard provides scoring capabilities for two teams. 
100% solid state electronics are housed in an all aluminum 
cabinet. Scoreboard is shipped in two sections. Specifications 
and pricing are subject to change without notice.

OPTIONS & ACCESSORIES
•	 Scoreboard border striping
•	 Striping around BALL, STRIKE and OUT digits
•	 TIME, AT BAT or PITCH COUNT captions on  

changeable panels
•	 Multiple caption and striping colors (see DD2101644)
•	 Team name caption in place of HOME *
•	 Team names on changeable panels *
•	 Programmable Team Name Message Centers  

(see DD1696958)
•	 Individual digit protective screens (see SL-04939)
•	 Protective netting
•	 Optional angle bracket mounting method
•	 Advertising/identification panels
•	 Decorative accents
•	 Electronic message centers and video displays in  

multiple sizes

* Only for scoreboard without Team Name Message Centers

ADVERTISING/IDENTIFICATION PANELS
Backlit & Non-Backlit:

1'-6" H x 27'-0" W (457 mm, 8.23 m)
2'-0" H x 27'-0" W (610 mm, 8.23 m)
2'-6" H x 27'-0" W (762 mm, 8.23 m)
3'-0" H x 27'-0" W (914 mm, 8.23 m)
4'-0" H x 27'-0" W (1.22 m, 8.23 m)

For additional non-backlit panel sizes, see SL-03761.

FOR ADDITIONAL INFORMATION
•	 Installation Specifications: DWG-1045893 (attached)
•	 Standard I-beam Mounting: DWG-1052565 (attached)
•	 Optional Pole Mounting: DWG-1048184 (attached)
•	 Component Locations: DWG-1049221 (attached)
•	 Architectural Specifications: See DD1969955 
•	 Installation Manual: See DD1969938 
•	 Service Manual: See DD2124597 

http://www.daktronics.com/Web%20Documents/HSPR-Documents/SL03991.pdf
http://www.daktronics.com/Web%20Documents/HSPR-Documents/SL04370.pdf
http://www.daktronics.com/Web%20Documents/HSPR-Documents/DD2101644.pdf
http://www.daktronics.com/Web%20Documents/HSPR-Documents/DD1696958.pdf
http://www.daktronics.com/Web%20Documents/HSPR-Documents/SL04939.pdf
http://www.daktronics.com/Web%20Documents/HSPR-Documents/SL03761.pdf
http://www.daktronics.com/Web%20Documents/HSPR-Documents/DD1969955.doc
http://www.daktronics.com/Web%20Documents/Customer-Service-Manuals/DD1969938.pdf
http://www.daktronics.com/Web%20Documents/Customer-Service-Manuals/DD2124597.pdf
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